REFLEXX

ROBOTICS

ARCHER-E ELECTRIC PLATFORM AND APPLICATIONS

ARCHER SPECIFICATIONS:

= Electric Propulsion, 2WD
= Regenerative braking
= Bi-directional drive mode
= Control though external serial connection
= Energy Reserves
= 100 AH battery capacity
» 6-8 hour runtimes (dependent on usage)
= Quick change battery tray with disconnects
» Payload Capabilities
= 200lbs max payload
* 6 sg. ft. mounting area
=  Many universal mounting systems
= Custom Steel Chassis
= Square tube frame
* Modular component design
= ATV-based off-road suspension system
= Dimensions
= 26" Tall x 44" Long
= 295" Wide to fit through 30" door
= QOptions
» Roll cage (short Or tall)
®»  Pan/Tilt/Zoom camera
= Cellular or WiFi control system
* Laptop/Gamepad controlinterface
= 200 AH battery capacity

Specifications Subject To Change Without Notice
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ARCHER APPLICATIONS:

= Research Vehicle
= Test-bed for systems development
o Vision, Cameras, LIDAR, RADAR
o Navigation equipment (GPS)
o Ground search radar
O Tele-operation
=  Autonomous vehicle test-bed
= Mobile research platform
=  Extraterrestrial rover surrogate
= Hazardous waste research and cleanup
= Disaster support
= Mobile disaster sensory research platforms
O Volcanoes, earthquakes, tornados,
hurricanes
= | ogistics platform
= Mobile generator
= |ED/EOD/Mine detection
= Perimeter/Security vehicle
= Camerarig
= Reconnaissance vehicle

For more information go to:
http://reflexxrebotics.com/preducts/platforms/archer
For pricing and delivery, please call:

REFLEXX ROBOTICS
www.ReflexxRobotics.com
Info@ReflexxRobotics.com 9353 55th St.
(951) 231-5887 Riverside, CA 92509
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